
Timberworks Housewrights Best Practices Window Installation Guide

This document is intended to be a guide for installing the doors & windows you have purchased
from Timberworks. These guidelines are the exact same procedures that Timberworks uses on
our own installations, and we feel that the suggestions contained here will provide a superior
installation and performance.

This guide takes the Hurd Installation Instructions and expands on them. The absolute minimum
requirements for your installation should follow the Hurd Instructions. Failure to follow these
Instructions may void any warranty obligations of Hurd Windows & Doors or Timberworks
Housewrights. All highlighting or suggestions contained here are by Timberworks
Housewrights.

This augmented Best Practices Installation Guide is only for use on wood frame buildings and
for use on wood, cement fiber, vinyl or composite siding materials. Neither Hurd Windows and
Doors nor Timberworks Housewrights is responsible for the completeness or quality of
installation. The installer is responsible for proper installation and this Best Practices Installation
Guide is provided as a service to our customers, and should only be taken a suggestions based on
our experience with installing flanged window units.
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Wood Brick Mould Window Unit
Installation Instruction

Hurd Window Installation Instructions with Brick Mould - Flashing and Sill Pan Install

For the installation of Wood Brick Mould un  its, follow instructions on pages 2-6 first. Then apply the
side and head flashing as shown below. Sill pan flashing must be present. Follow the instructions and il-
lustration on pages 14BM-16BM, for sealant and shimming placement.
After installing the window follow instructions on Page 8 for level, square and plumb.

Wood Brick Mould Window Unit
Installation Instruction

Hurd Window Installation Instructions with Brick Mould - Sill Condition

When placing the unit in the opening, place shims between the unit and the sill pan as shown in (4).

Run a continuous bead of sealant between the sill horn and the sill pan and another bead of sealant
between the sill pan and the window frame as shown in (5).

Wood Brick Mould Window Unit
Installation Instruction

Hurd Window Installation Instructions with Brick Mould - Jamb Condition 

Side jamb detail shown below. 

Wood Brick Mould Window Unit
Installation Instruction

Hurd Window Installation Instructions with Brick Mould - Head Condition

Head detail shown below.
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